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Menu	  PRODUCTS    		Probes	
	CTD Probes	CTD 48
	CTD 48M
	CTD 48Mc
	CTD 60Mc
	CTD 75M
	CTD 90
	CTD 90M
	CTD 115M


	MSS Probes	MSS 60
	MSS 90
	MSS 90L
	MSS 90LH
	MSS 90D
	MSS 90DH
	MSS 90DM
	MSS 90DMH


	Special Probes	Borehole Probe
	H2S Probe


	VIEW ALL PROBES
	 Close


	Sensors		


		Available Sensors for our Probes*	Acceleration Sensor
	Altimeter Sensor
	Bottom Indicator
	CO2 Sensor
	Compass
	Conductivity Sensors




		

	Current Meter
	Fluorometer
	H2S sensor
	Light Irradiance
	Oil Detector
	Oxygen Sensors




		

	pH Sensors
	Pressure Sensor
	Redox Sensors
	Temperature Sensors
	Turbidity Sensor




		*we do not sell standalone sensors. You can add sensors to your shopping basket. These sensors are then integrated into your probe.
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	Accessories		


		Accessories	Bluetooth® Cable Drum
	Cable Drum
	Sea & Sun Data Watch
	SST Probe Interface (FSK)
	MSS Probe Interface




		Cable	Single conductor cable
	Multi conductor cable
	Kevlar multi conductor cable
	Kevlar multi conductor cable with shielding
	MSS cable




		Winches	Winch – SWM 400
	Winch – SWM 1000
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			The SST-SDA software displays, records, and replays measurement data from a multi parameter probe, as well as navigational information from GPS-receivers using the NMEA183 standard.


		

	

Request SST-SDA Software




	
		
		
			

		
	









	Display
	Network
	Storage
	Additional


Display


	
		
			Display of Data

3 different types of text windows and 2 graphic windows:

	Scrolled text (smooth scroll)
	Table text: all information of a sensor in one line
	Large Table text: large letters to be viewed from a distance
	XY – Graphic: with semi-automatic axis-scalation
	Moving Graphic: simulation of a chart recorder


All windows are scalable and can be open and active simultaneously.

An unlimited number of sensors can be displayed in each window.

Configuration of text- and graphic windows by intuitive, context sensitive dialogues.

Configurations can be stored in project files and restored at any time.


		

	



Network


	
		
			Network

Online probe data can be distributed to one or more clients via the TCP/IP-network.

SDA can be used as a server, a client, or both.


		

	



Storage


	
		
			Storage of Data

	Storage of data to disk in space-saving binary format (well documented)
	3 modes for logging:

– Continuous: all data received

– Time dependant: several schemes with/without averaging

– Value dependant: pressure profiles etc.
	Header-Comment stores information about environment or events
	Conversion of binary raw data files to ASCII – files (EXCEL® compatible-format) for further evaluation
	Optional Data evaluation software package available for in-depth validation, filtering and calculation.



		

	



Additional


	
		
			Additional features

	Offline printing of graphic windows and scrolled windows
	Offline hardcopy to *.BMP graphic files
	Field calibration for some sensor types
	Air pressure compensation
	NMEA Interface for GPS navigation data
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			Sea & Sun Technology GmbH

Arndtstr. 9-13

24610 Trappenkamp  / Germany

Phone: +49 (0) 4323 910 913

E-Mail: sales@sea-sun-tech.com
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